
 

THE PERSONAL TOUCH TO EVERY GIFT 

 

How to install ink 
After placing the Satin ribbon in the Printer, you can install the Ink. 
 

 

Locate the thermal Ink and the Ink Spindles. 
 
Unpack the Ink, only remove the shrink film, 
leave the red tape.  

 

Fit the Spindles into the cardboard core and 
the Ink core as pictured in the left photo.  
Spindle A holds the empty cardboard core, 
spindle B the thermal Ink.  

 

Place Spindle A with the empty cardboard 
core in the highest position by entering the 
left side of the spindle first. Complete the 
installation of Spindle A by entering the right 
side of the Spindle in the suitable opening.  

 

Flip the Spindles over each other. The 
Spindle with the Ink (Spindle B) should be on 
top. Do not take the Spindle out of its 
position.  

 

Open the printing mechanism by pushing the 
green button “PUSH” located on the right side 
of the printing mechanism. Ensure it is at 
maximum elevation. 
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Cut the red tape. 

 

Pull Spindle B gently over the printhead and 
place Spindle B in the lower position. Enter 
the left side first and the right side second.  
 
The matt side of the Ink should be facing 
outside.  
 
Make sure the Ink is in the middle, exactly 
above the already inserted Satin ribbon.  

 

Make sure the Ink is inserted as shown in the 
photo on the left. This an important step 
which involves the winding system of the 
printer.  
 
If the satin is inserted the wrong way, please 
reassemble and assemble the right way.   

 

Close the printer by pressing the black 
buttons with "PUSH" on each side. You must 
hear a "click". Use both hands to push at the 
same time in order to make sure it is fully 
closed.  

 
This is very important! 

 
The Ink is installed. 
 
For further information please visit the PIY RIBBONS website (www.piyribbons.com).  
Go to Service & Support, Customer Support and YouTube Video’s.  
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